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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  

 

 

The following items are applicable to this modification:    
        SF 30 CONT'D 

 

A. This modification incorporates Contract Change Proposal (CCP) ACD017 Revision 1, submitted 9 Mar 2012.  As 

a result of incorporation of the CCP, the contract is changed as shown in highlighted text in the following table:  

  

SLIN Description – FROM Description - TO 

0001CA  

1001CA 

Hand Held Barcode Terminal (HHT-C) with Full 

Alpha-numeric Keypad and Wireless (802.11g/i) 

Communications, and Win Mobile 6.x Installed 

Motorola MC9090-GK0HCEQA660, includes: 

Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX;  1 Slot Serial Cradle Kit CRD9000-

110SES;  USB Cable 25-64396-01R; Odyssey 

Access Client Software OAC-ADD-F1CLT; WM 

6.1 WZC Software;  Cable Adapter Module 

ADP9000-110R; Spare Tethered Stylus (3) KT-

81680-03R 2GB Memory Card SDSDB-2048-

A11; Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 6 inches. 

Hand Held Barcode Terminal (HHT-C) with Full 

Alpha-numeric Keypad and Wireless (802.11 

a/b/g/i(WPA2)) Communications, and Win Mobile 

6.5.x Installed Motorola MC9190-

G30SWEQA660 w/SE4500-SR imager, includes: 

Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX;  1 Slot Serial Cradle Kit CRD9000-

110SES;  USB Cable 25-64396-01R; Windows 

Embedded Handheld 6.5.x;  Cable Adapter 

Module ADP9000-110R; Spare Tethered Stylus 

(3) KT-81680-03R; 2GB SD/MMC Memory Card 

(installed in HHT); Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 0 inches. 

0001DA  

0001DA 

Hand Held Barcode Terminal (HHT-D) with Full 

Alpha-numeric Keypad and Batch 

Communications (No Wireless Capability) 

Motorola MC9000-GK0HCEQA661, includes:  

Spare Lithium Battery Ion 220 mAh KT-21-

61261-XX;  1 Slot Serial Cradle Kit CRD9000-

110SES;  USB Cable 25-64396-01R; Cable 

Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB Memory Card 

SDSDB-2048-A11; Apriva BT-200T 

Hand Held Barcode Terminal (HHT-D) with Full 

Alpha-numeric Keypad and Batch 

Communications (No Wireless Capability) 

Motorola MC9100-G30SWEQA661 w/SE4500-

SR imager, includes:  Spare Lithium Battery Ion 

220 mAh KT-21-61261-XX;  1 Slot Serial Cradle 

Kit CRD9000-110SES;  USB Cable 25-64396-

01R; Windows Embedded Handheld 6.5.x; Cable 

Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB SD/MMC 

Memory Card (installed in HHT); Apriva BT-

200T 
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0001EA  

1001EA 

Hand Held Barcode Terminal (HHT-E) with 

Extended Reading Range, Full Alpha-numeric 

Keypad, and Wireless (802.11g/i)  

Communications (Desired - Reference Part D, 

paragraph 4.1.6) Motorola MC9090-

GJ0HCEQA660, includes: Spare Lithium Ion 220 

mAh Battery KT-21-61261-XX; 1 Slot Serial 

Cradle Kit CRD9000-110SES; USB Cable 25-

64396-01R;  Odyssey Access Client Software 

OAC-ADD-F1CLT; WM 6.1 WZC Software;  

Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB Memory 

Card SDSDB-2048-A11; Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 6 inches. 

Hand Held Barcode Terminal (HHT-E) with 

Extended Reading Range, Full Alpha-numeric 

Keypad, and Wireless (802.11 

a/b/g/i(WPA2))Communications (Desired - 

Reference Part D, paragraph 4.1.6) Motorola 

MC9190-G90SWEQA660 w/SE4600 extended 

range imager, includes: Spare Lithium Ion 220 

mAh Battery KT-21-61261-XX; 1 Slot Serial 

Cradle Kit CRD9000-110SES; USB Cable 25-

64396-01R;  Windows Embedded Handheld 6.5.x;  

Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB 

SD/MMC Memory Card (installed in HHT); 

Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 0 inches. 

0001FA  

1001FA 

Hand Held Barcode Terminal (HHT-F) with Direct 

Part Mark Reading Capability, Full Alpha-numeric 

Keypad, and Wireless (802.11g/i)  

Communications Motorola MC9090-

GJ0HCEQA660, includes: Spare Lithium Ion 220 

mAh Battery KT-21-61261-XX;  1 Slot Serial 

Cradle Kit CRD9000-110SES;  USB Cable 25-

64396-01R; CAC Hardware Interface Reader 

SCR331; Odyssey Access Client Software OAC-

ADD-F1CLT; WM 6.1 WZC Software;  Cable 

Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB Memory Card 

SDSDB-2048-A11; Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 6 inches. 

Hand Held Barcode Terminal (HHT-F) with Direct 

Part Mark Reading Capability, Full Alpha-numeric 

Keypad, and Wireless (802.11 a/b/g/i(WPA2))  

Communications Motorola MC9190-

G50SWEQA660 w/SE4500-HD (DPM) imager, 

includes: Spare Lithium Ion 220 mAh Battery KT-

21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-

110SES;  USB Cable 25-64396-01R; CAC 

Hardware Interface Reader SCR331; Windows 

Embedded Handheld 6.5.x; Cable Adapter Module 

ADP9000-110R; Spare Tethered Stylus (3) KT-

81680-03R; 2GB SD/MMC Memory Card 

(installed in HHT); Apriva BT-200T   

 

NOTE: Naval Surface Warfare Center, Dahlgren 

tested for Hazards of Electromagnetic Radiation to 

Ordnance (HERO) and the recommended safe 

distance separation is 0 inches. 

0023AA  

1023AA 

Transit Case Configuration for Five (5) Hand Held 

Barcode Terminals (HHT-C) with Win Mobile 6.X 

(Latest Version) OS, Full Keypad and 802.11g/I 

wireless communications.  Kit includes Transit 

Cases (CLIN0023AC); five HHT-C (Motorola 

MC9090-GK0HCEQA660) WinMobile 6.0 

Handheld Terminals with holsters; five operational 

and five spare rechargeable lithium-ion batteries 

(CLIN0001CD) for HHT; one battery multi-

charger (CLIN0001CE) with power supply and 

cord capable of simultaneously charging four HHT 

batteries; five single-slot communications 

cradle/charging stations (Motorola CRD9000-

110SES) with power supplies and cords; complete 

set of commercial manuals for all enclosed 

equipment; one outdoor RF Access Point Kit 

(CLIN0015BA); Configuration Training CD-ROM 

Transit Case Configuration for Five (5) Hand Held 

Barcode Terminals (HHT-C) with Windows 

Embedded Handheld 6.5.x (Latest Version) OS, 

Full Keypad and 802.11 a/b/g/i(WPA2) wireless 

communications.  Kit includes Transit Cases 

(CLIN0023AC); five HHT-C (Motorola MC9190-

G30SWEQA660) Windows Embedded Handheld 

6.5.x Handheld Terminals with holsters; five 

operational and five spare rechargeable lithium-ion 

batteries (CLIN0001CD) for HHT; one battery 

multi-charger (CLIN0001CE) with power supply 

and cord capable of simultaneously charging four 

HHT batteries; five single-slot communications 

cradle/charging stations (Motorola CRD9000-

110SES) with power supplies and cords; complete 

set of commercial manuals for all enclosed 

equipment; one outdoor RF Access Point Kit 

(CLIN0015BA); Configuration Training CD-ROM 
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0023CA  

1023CA 

Transit Case Configuration, Hand Held Barcode 

Terminal (HHT-C) With Win Mobile 6.X (Latest 

Version), Full Keypad and 802.11g/i wireless 

communications, and Stationary Bar Code Label 

Printer and Accessories.  Kit includes one 

complete CLIN0023BA Stationary Bar Code 

Label Printer and Accessories Transit Case Kit and 

one CLIN0023AC Transit Case with the following 

items: One HHT-C (Motorola MC9090-

GK0HCEQA660) WinMobile 6.0 Handheld 

Terminals with holster; one operational and one 

spare rechargeable lithium-ion battery 

(CLIN0001CD) for HHT; one battery multi-

charger (CLIN0001CE) with power supply and 

cord capable of simultaneously charging four HHT 

batteries; one single-slot communications 

cradle/charging stations (Motorola CRD9000-

110SR) with power supplies and cords; complete 

set of commercial manuals for all enclosed 

equipment;  Configuration Training CD-ROM. 

Transit Case Configuration, Hand Held Barcode 

Terminal (HHT-C) With Embedded Handheld 

6.5.x (Latest Version), Full Keypad and 802.11 

a/b/g/i(WPA2) wireless communications, and 

Stationary Bar Code Label Printer and 

Accessories.  Kit includes one complete 

CLIN0023BA Stationary Bar Code Label Printer 

and Accessories Transit Case Kit and one 

CLIN0023AC Transit Case with the following 

items: One HHT-C (Motorola MC9190-

G30SWEQA660) Windows Embedded Handheld 

6.5.x Handheld Terminals with holster; one 

operational and one spare rechargeable lithium-ion 

battery (CLIN0001CD) for HHT; one battery 

multi-charger (CLIN0001CE) with power supply 

and cord capable of simultaneously charging four 

HHT batteries; one single-slot communications 

cradle/charging stations (Motorola CRD9000-

110SR) with power supplies and cords; complete 

set of commercial manuals for all enclosed 

equipment;  Configuration Training CD-ROM. 

 

B. As a result of this modification, there is no change in the total amount obligated under the contract.  

 

C. All other terms and conditions are unchanged.   

  

 

 

  

         

SUMMARY OF CHANGES   
 

 

SECTION SF 1449 - CONTINUATION SHEET  

 

SUPPLIES OR SERVICES AND PRICES  

 

 

 

        SUBCLIN 0001CA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 

Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Motorola 

MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 

Kit CRD9000-110SES;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 

WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R 2GB Memory 

Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 

Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches. to Hand 

Held Barcode Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11 a/b/g/i(WPA2)) 

Communications, and Win Mobile 6.5.x Installed Motorola MC9190-G30SWEQA660 w/SE4500-SR imager, 

includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  USB 

Cable 25-64396-01R; Windows Embedded Handheld 6.5.x;  Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: 

Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and 

the recommended safe distance separation is 0 inches..  
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        SUBCLIN 0001DA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-D) with Full 

Alpha-numeric Keypad and Batch Communications (No Wireless Capability) Motorola MC9000-GK0HCEQA661, 

includes:  Spare Lithium Battery Ion 220 mAh KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  

USB Cable 25-64396-01R; Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB 

Memory Card SDSDB-2048-A11; Apriva BT-200T to Hand Held Barcode Terminal (HHT-D) with Full Alpha-

numeric Keypad and Batch Communications (No Wireless Capability) Motorola MC9100-G30SWEQA661 

w/SE4500-SR imager, includes:  Spare Lithium Battery Ion 220 mAh KT-21-61261-XX;  1 Slot Serial Cradle Kit 

CRD9000-110SES;  USB Cable 25-64396-01R; Windows Embedded Handheld 6.5.x; Cable Adapter Module 

ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); 

Apriva BT-200T.  

 

 

 

        SUBCLIN 0001EA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 

Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 

D, paragraph 4.1.6) Motorola MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SES; USB Cable 25-64396-01R;  Odyssey Access Client 

Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval Surface Warfare 

Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 

distance separation is 6 inches. to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full 

Alpha-numeric Keypad, and Wireless (802.11 a/b/g/i(WPA2))Communications (Desired - Reference Part D, 

paragraph 4.1.6) Motorola MC9190-G90SWEQA660 w/SE4600 extended range imager, includes: Spare Lithium 

Ion 220 mAh Battery KT-21-61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SES; USB Cable 25-64396-01R;  

Windows Embedded Handheld 6.5.x;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-

81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: Naval Surface Warfare 

Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 

distance separation is 0 inches..  

 

 

 

        SUBCLIN 0001FA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 

Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola 

MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 

Kit CRD9000-110SES;  USB Cable 25-64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access 

Client Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval 

Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 

recommended safe distance separation is 6 inches. to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark 

Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11 a/b/g/i(WPA2))  Communications Motorola 

MC9190-G50SWEQA660 w/SE4500-HD (DPM) imager, includes: Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  USB Cable 25-64396-01R; CAC Hardware Interface 

Reader SCR331; Windows Embedded Handheld 6.5.x; Cable Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: Naval 

Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 

recommended safe distance separation is 0 inches..  

 

 

 

        SUBCLIN 0023AA  
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                The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held 

Barcode Terminals (HHT-C) with Win Mobile 6.X (Latest Version) OS, Full Keypad and 802.11g/I wireless 

communications.  Kit includes Transit Cases (CLIN0023AC); five HHT-C (Motorola MC9090-GK0HCEQA660) 

WinMobile 6.0 Handheld Terminals with holsters; five operational and five spare rechargeable lithium-ion batteries 

(CLIN0001CD) for HHT; one battery multi-charger (CLIN0001CE) with power supply and cord capable of 

simultaneously charging four HHT batteries; five single-slot communications cradle/charging stations (Motorola 

CRD9000-110SES) with power supplies and cords; complete set of commercial manuals for all enclosed equipment; 

one outdoor RF Access Point Kit (CLIN0015BA); Configuration Training CD-ROM to Transit Case Configuration 

for Five (5) Hand Held Barcode Terminals (HHT-C) with Windows Embedded Handheld 6.5.x (Latest Version) OS, 

Full Keypad and 802.11 a/b/g/i(WPA2) wireless communications.  Kit includes Transit Cases (CLIN0023AC); five 

HHT-C (Motorola MC9190-G30SWEQA660) Windows Embedded Handheld 6.5.x Handheld Terminals with 

holsters; five operational and five spare rechargeable lithium-ion batteries (CLIN0001CD) for HHT; one battery 

multi-charger (CLIN0001CE) with power supply and cord capable of simultaneously charging four HHT batteries; 

five single-slot communications cradle/charging stations (Motorola CRD9000-110SES) with power supplies and 

cords; complete set of commercial manuals for all enclosed equipment; one outdoor RF Access Point Kit 

(CLIN0015BA); Configuration Training CD-ROM.  

 

 

 

        SUBCLIN 0023CA  

                The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode 

Terminal (HHT-C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, 

and Stationary Bar Code Label Printer and Accessories.  Kit includes one complete CLIN0023BA Stationary Bar 

Code Label Printer and Accessories Transit Case Kit and one CLIN0023AC Transit Case with the following items: 

One HHT-C (Motorola MC9090-GK0HCEQA660) WinMobile 6.0 Handheld Terminals with holster; one 

operational and one spare rechargeable lithium-ion battery (CLIN0001CD) for HHT; one battery multi-charger 

(CLIN0001CE) with power supply and cord capable of simultaneously charging four HHT batteries; one single-slot 

communications cradle/charging stations (Motorola CRD9000-110SR) with power supplies and cords; complete set 

of commercial manuals for all enclosed equipment;  Configuration Training CD-ROM. to Transit Case 

Configuration, Hand Held Barcode Terminal (HHT-C) With Embedded Handheld 6.5.x (Latest Version), Full 

Keypad and 802.11 a/b/g/i(WPA2) wireless communications, and Stationary Bar Code Label Printer and 

Accessories.  Kit includes one complete CLIN0023BA Stationary Bar Code Label Printer and Accessories Transit 

Case Kit and one CLIN0023AC Transit Case with the following items: One HHT-C (Motorola MC9190-

G30SWEQA660) Windows Embedded Handheld 6.5.x Handheld Terminals with holster; one operational and one 

spare rechargeable lithium-ion battery (CLIN0001CD) for HHT; one battery multi-charger (CLIN0001CE) with 

power supply and cord capable of simultaneously charging four HHT batteries; one single-slot communications 

cradle/charging stations (Motorola CRD9000-110SR) with power supplies and cords; complete set of commercial 

manuals for all enclosed equipment;  Configuration Training CD-ROM..  

 

 

 

        SUBCLIN 1001CA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-C) with Full 

Alpha-numeric Keypad and Wireless (802.11g/i) Communications, and Win Mobile 6.x Installed Motorola 

MC9090-GK0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 

Kit CRD9000-110SES;  USB Cable 25-64396-01R; Odyssey Access Client Software OAC-ADD-F1CLT; WM 6.1 

WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R 2GB Memory 

Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval Surface Warfare Center, Dahlgren tested for Hazards of 

Electromagnetic Radiation to Ordnance (HERO) and the recommended safe distance separation is 6 inches. to Hand 

Held Barcode Terminal (HHT-C) with Full Alpha-numeric Keypad and Wireless (802.11 a/b/g/i(WPA2)) 

Communications, and Win Mobile 6.5.x Installed Motorola MC9190-G30SWEQA660 w/SE4500-SR imager, 

includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  USB 

Cable 25-64396-01R; Windows Embedded Handheld 6.5.x;  Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: 

Naval Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and 
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the recommended safe distance separation is 0 inches..  

 

 

 

        SUBCLIN 1001DA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-D) with Full 

Alpha-numeric Keypad and Batch Communications (No Wireless Capability) Motorola MC9000-GK0HCEQA661, 

includes:  Spare Lithium Battery Ion 220 mAh KT-21-61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  

USB Cable 25-64396-01R; Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB 

Memory Card SDSDB-2048-A11; Apriva BT-200T to Hand Held Barcode Terminal (HHT-D) with Full Alpha-

numeric Keypad and Batch Communications (No Wireless Capability) Motorola MC9100-G30SWEQA661 

w/SE4500-SR imager, includes:  Spare Lithium Battery Ion 220 mAh KT-21-61261-XX;  1 Slot Serial Cradle Kit 

CRD9000-110SES;  USB Cable 25-64396-01R; Windows Embedded Handheld 6.5.x; Cable Adapter Module 

ADP9000-110R; Spare Tethered Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); 

Apriva BT-200T.  

 

 

 

        SUBCLIN 1001EA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-E) with Extended 

Reading Range, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications (Desired - Reference Part 

D, paragraph 4.1.6) Motorola MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SES; USB Cable 25-64396-01R;  Odyssey Access Client 

Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval Surface Warfare 

Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 

distance separation is 6 inches. to Hand Held Barcode Terminal (HHT-E) with Extended Reading Range, Full 

Alpha-numeric Keypad, and Wireless (802.11 a/b/g/i(WPA2))Communications (Desired - Reference Part D, 

paragraph 4.1.6) Motorola MC9190-G90SWEQA660 w/SE4600 extended range imager, includes: Spare Lithium 

Ion 220 mAh Battery KT-21-61261-XX; 1 Slot Serial Cradle Kit CRD9000-110SES; USB Cable 25-64396-01R;  

Windows Embedded Handheld 6.5.x;  Cable Adapter Module ADP9000-110R; Spare Tethered Stylus (3) KT-

81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: Naval Surface Warfare 

Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the recommended safe 

distance separation is 0 inches..  

 

 

 

        SUBCLIN 1001FA  

                The CLIN extended description has changed from Hand Held Barcode Terminal (HHT-F) with Direct Part 

Mark Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11g/i)  Communications Motorola 

MC9090-GJ0HCEQA660, includes: Spare Lithium Ion 220 mAh Battery KT-21-61261-XX;  1 Slot Serial Cradle 

Kit CRD9000-110SES;  USB Cable 25-64396-01R; CAC Hardware Interface Reader SCR331; Odyssey Access 

Client Software OAC-ADD-F1CLT; WM 6.1 WZC Software;  Cable Adapter Module ADP9000-110R; Spare 

Tethered Stylus (3) KT-81680-03R; 2GB Memory Card SDSDB-2048-A11; Apriva BT-200T  NOTE: Naval 

Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 

recommended safe distance separation is 6 inches. to Hand Held Barcode Terminal (HHT-F) with Direct Part Mark 

Reading Capability, Full Alpha-numeric Keypad, and Wireless (802.11 a/b/g/i(WPA2))  Communications Motorola 

MC9190-G50SWEQA660 w/SE4500-HD (DPM) imager, includes: Spare Lithium Ion 220 mAh Battery KT-21-

61261-XX;  1 Slot Serial Cradle Kit CRD9000-110SES;  USB Cable 25-64396-01R; CAC Hardware Interface 

Reader SCR331; Windows Embedded Handheld 6.5.x; Cable Adapter Module ADP9000-110R; Spare Tethered 

Stylus (3) KT-81680-03R; 2GB SD/MMC Memory Card (installed in HHT); Apriva BT-200T  NOTE: Naval 

Surface Warfare Center, Dahlgren tested for Hazards of Electromagnetic Radiation to Ordnance (HERO) and the 

recommended safe distance separation is 0 inches..  
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        SUBCLIN 1023AA  

                The CLIN extended description has changed from Transit Case Configuration for Five (5) Hand Held 

Barcode Terminals (HHT-C) with Win Mobile 6.X (Latest Version) OS, Full Keypad and 802.11g/I wireless 

communications.  Kit includes Transit Cases (CLIN0023AC); five HHT-C (Motorola MC9090-GK0HCEQA660) 

WinMobile 6.0 Handheld Terminals with holsters; five operational and five spare rechargeable lithium-ion batteries 

(CLIN0001CD) for HHT; one battery multi-charger (CLIN0001CE) with power supply and cord capable of 

simultaneously charging four HHT batteries; five single-slot communications cradle/charging stations (Motorola 

CRD9000-110SES) with power supplies and cords; complete set of commercial manuals for all enclosed equipment; 

one outdoor RF Access Point Kit (CLIN0015BA); Configuration Training CD-ROM to Transit Case Configuration 

for Five (5) Hand Held Barcode Terminals (HHT-C) with Windows Embedded Handheld 6.5.x (Latest Version) OS, 

Full Keypad and 802.11 a/b/g/i(WPA2) wireless communications.  Kit includes Transit Cases (CLIN0023AC); five 

HHT-C (Motorola MC9190-G30SWEQA660) Windows Embedded Handheld 6.5.x Handheld Terminals with 

holsters; five operational and five spare rechargeable lithium-ion batteries (CLIN0001CD) for HHT; one battery 

multi-charger (CLIN0001CE) with power supply and cord capable of simultaneously charging four HHT batteries; 

five single-slot communications cradle/charging stations (Motorola CRD9000-110SES) with power supplies and 

cords; complete set of commercial manuals for all enclosed equipment; one outdoor RF Access Point Kit 

(CLIN0015BA); Configuration Training CD-ROM.  

 

 

 

        SUBCLIN 1023CA  

                The CLIN extended description has changed from Transit Case Configuration, Hand Held Barcode 

Terminal (HHT-C) With Win Mobile 6.X (Latest Version), Full Keypad and 802.11g/i wireless communications, 

and Stationary Bar Code Label Printer and Accessories.  Kit includes one complete CLIN0023BA Stationary Bar 

Code Label Printer and Accessories Transit Case Kit and one CLIN0023AC Transit Case with the following items: 

One HHT-C (Motorola MC9090-GK0HCEQA660) WinMobile 6.0 Handheld Terminals with holster; one 

operational and one spare rechargeable lithium-ion battery (CLIN0001CD) for HHT; one battery multi-charger 

(CLIN0001CE) with power supply and cord capable of simultaneously charging four HHT batteries; one single-slot 

communications cradle/charging stations (Motorola CRD9000-110SES) with power supplies and cords; complete 

set of commercial manuals for all enclosed equipment;  Configuration Training CD-ROM. to Transit Case 

Configuration, Hand Held Barcode Terminal (HHT-C) With Embedded Handheld 6.5.x (Latest Version), Full 

Keypad and 802.11 a/b/g/i(WPA2) wireless communications, and Stationary Bar Code Label Printer and 

Accessories.  Kit includes one complete CLIN0023BA Stationary Bar Code Label Printer and Accessories Transit 

Case Kit and one CLIN0023AC Transit Case with the following items: One HHT-C (Motorola MC9190-

G30SWEQA660) Windows Embedded Handheld 6.5.x Handheld Terminals with holster; one operational and one 

spare rechargeable lithium-ion battery (CLIN0001CD) for HHT; one battery multi-charger (CLIN0001CE) with 

power supply and cord capable of simultaneously charging four HHT batteries; one single-slot communications 

cradle/charging stations (Motorola CRD9000-110SR) with power supplies and cords; complete set of commercial 

manuals for all enclosed equipment;  Configuration Training CD-ROM..  

 

(End of Summary of Changes)  

 


